
24-hour TSP Monitoring Results

Location AM4_2 - A Location next to Sheung Wan Fire Station

Weather Air Filter Weight (g) Particulate Elapse Time Sampling Flow Rate (m
3
/min.) Av. flow Total vol. Conc. Filter

Condition Temp. (K) Initial Final Weight (g) Initial Final  Time(hrs.) Initial Final (m
3
/min) (m

3
) (µg/m

3
) ID no.

2-Jul-16 9:00 Cloudy 302.2 3.3822 3.5370 0.1548 0.0 24.0 24.0 1.20 1.20 1.20 1732.8 89.3 160601/092

7-Jul-16 9:00 Sunny 302.5 3.3767 3.5387 0.1620 24.0 48.0 24.0 1.20 1.20 1.20 1731.3 93.6 160602/065

13-Jul-16 9:00 Cloudy 298.6 3.3065 3.4663 0.1598 48.7 72.7 24.0 1.21 1.21 1.21 1741.2 91.8 160603/060

19-Jul-16 9:00 Sunny 303.1 3.3454 3.5252 0.1798 72.7 96.7 24.0 1.20 1.20 1.20 1729.8 103.9 160603/068

25-Jul-16 9:00 Sunny 301.5 3.3266 3.5041 0.1775 96.7 120.7 24.0 1.22 1.22 1.22 1760.5 100.8 160702/014

29-Jul-16 9:00 Cloudy 301.7 3.3562 3.5394 0.1832 120.7 144.7 24.0 1.22 1.22 1.22 1759.2 104.1 160702/033

Min 89.3

Max 104.1

Average 97.3

Start Date Start Time

MA11060/App E - 24hr TSP Cinotech


