
24-hour TSP Monitoring Results

Location AM4_2 - A Location next to Sheung Wan Fire Station

Weather Air Filter Weight (g) Particulate Elapse Time Sampling Flow Rate (m
3
/min.) Av. flow Total vol. Conc. Filter

Condition Temp. (K) Initial Final Weight (g) Initial Final  Time(hrs.) Initial Final (m
3
/min) (m

3
) (µg/m

3
) ID no.

3-Jan-17 9:00 Sunny 292.7 3.6211 3.8823 0.2612 816.2 840.2 24.0 1.24 1.24 1.24 1790.9 145.8 161205/095

9-Jan-17 9:00 Cloudy 287.3 3.5377 3.7991 0.2614 840.2 864.2 24.0 1.25 1.25 1.25 1806.3 144.7 161205/047

13-Jan-17 9:00 Cloudy 285.7 3.6376 3.7981 0.1605 864.2 888.2 24.0 1.26 1.26 1.26 1811.6 88.6 161205/042

19-Jan-17 9:00 Sunny 292.4 3.6071 3.8823 0.2752 888.2 912.2 24.0 1.20 1.20 1.20 1733.1 158.8 161205/013

25-Jan-17 9:00 Sunny 291.6 3.6337 3.9000 0.2663 912.2 936.2 24.0 1.21 1.21 1.21 1738.6 153.2 170102/070

27-Jan-17 9:00 Sunny 291.6 3.5995 3.8563 0.2568 936.2 960.2 24.0 1.21 1.21 1.21 1737.3 147.8 170103/039

Min 88.6

Max 158.8

Average 139.8

Start Date Start Time

MA11060/App E - 24hr TSP Cinotech


